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LAMP PHOTOMETRIC REPORT

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):114.4 DEG
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TOTAL FLUX: 2869.2 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

960.8 961.0 962.7 966.1 966.4 965.3 963.1 959.9 92.68 92.68 3.23

909.5 911.9 916.1 921.2 921.2 919.0 914.9 909.2 266.2 358.9 12.5

830.0 832.6 837.3 844.5 844.4 842.7 835.7 828.3 405.5 764.4 26.6

721.8 725.3 730.4 738.8 738.4 736.4 729.1 719.7 492.1 1257 43.8

589.6 593.4 598.2 606.7 606.1 604.6 596.7 586.5 514.1 1771 61.7

437.2 440.8 445.1 453.6 452.7 451.4 443.8 433.3 467.6 2238 78

273.4 276.8 280.0 288.1 286.6 286.2 279.2 268.8 359.0 2597 90.5

118.8 119.5 121.5 127.6 126.6 126.5 121.1 112.5 210.0 2807 97.8

2.241 2.218 2.608 4.672 3.429 3.705 3.146 2.206 61.90 2869 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:19 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 979

5 974

10 961

15 940

20 909

25 873

30 830

35 779

40 722

45 659

50 590

55 516

60 437

65 356

70 273

75 192

80 119

85 50.8

90 2.24

10

979

974

960

939

911

874

831

780

723

659

591

516

438

357

275

193

118

51.3

2.16

20

979

974

961

940

911

875

831

781

723

660

591

517

439

357

275

194

118

51.2

2.16

30

979

973

961

939

911

876

832

782

724

662

592

519

440

359

276

195

119

51.9

2.16

40

979

974

961

940

912

876

832

782

725

662

593

519

440

359

276

195

119

51.7

2.21

50

979

974

961

940

912

877

833

783

726

663

594

520

441

360

277

196

120

52.2

2.22

60

979

975

962

942

913

877

835

784

727

663

595

520

442

360

277

196

119

52.0

2.31

70

979

975

962

941

913

878

835

785

728

664

595

521

443

361

278

196

120

52.4

2.34

80

979

974

962

942

914

878

835

785

728

665

596

522

443

361

278

196

120

52.1

2.46

90

979

975

963

943

916

880

837

787

730

667

598

524

445

363

280

198

121

53.2

2.61

100

979

976

963

945

917

882

839

789

732

669

600

525

446

365

281

199

122

54.0

2.96

110

979

976

965

945

919

883

840

790

734

671

602

527

449

367

283

201

124

55.6

3.33

120

979

976

965

947

919

886

842

793

736

673

604

530

451

369

285

203

125

56.7

3.86

130

979

978

966

947

921

886

844

794

738

675

606

532

453

371

287

205

127

58.3

4.36

140

979

977

966

948

922

887

845

796

739

676

607

534

454

373

289

206

128

59.3

4.99

150

979

976

966

948

922

887

846

797

740

677

609

535

457

374

291

208

130

60.9

5.51

160

979

976

967

948

922

888

846

797

742

679

610

536

457

376

292

209

131

61.6

6.05

170

979

978

967

949

923

890

848

799

743

680

611

538

459

377

293

210

132

62.7

6.39

180

979

976

966

947

921

886

844

795

738

675

606

532

453

371

287

204

127

57.8

3.43

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:19 January 2023 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 979

5 976

10 966

15 947

20 920

25 886

30 845

35 794

40 738

45 675

50 606

55 532

60 453

65 370

70 287

75 204

80 126

85 57.8

90 3.62

200

979

977

966

948

921

887

845

795

739

675

606

532

453

371

287

205

127

58.2

3.63

210

979

976

965

948

920

885

844

794

738

675

606

531

452

370

287

204

126

57.8

3.70

220

979

977

965

947

920

886

843

793

737

674

605

531

452

370

287

204

127

58.1

3.66

230

979

976

965

946

918

884

842

792

735

673

604

529

451

369

285

203

126

57.6

3.75

240

979

976

965

946

918

884

841

791

735

672

603

529

450

368

285

203

126

57.5

3.61

250

979

975

963

944

916

881

839

789

732

669

600

526

447

366

283

201

124

56.5

3.49

260

979

975

963

943

915

880

838

788

731

668

599

525

446

365

282

200

124

56.0

3.28

270

979

975

963

942

915

879

836

786

729

666

597

522

444

362

279

198

121

54.3

3.15

280

979

975

962

942

913

877

834

784

727

664

595

520

442

360

277

196

120

52.8

2.75

290

979

974

961

941

912

875

832

781

724

661

592

517

439

357

274

193

117

50.9

2.51

300

979

974

961

940

911

874

830

781

723

659

590

515

437

355

272

191

115

49.7

2.29

310

979

974

960

939

909

872

829

777

720

656

587

513

434

352

270

188

113

48.0

2.23

320

979

974

959

937

909

872

828

776

719

656

586

512

433

351

268

187

112

47.2

2.18

330

979

972

959

937

907

870

826

775

717

653

584

509

431

349

266

186

111

46.1

2.17

340

979

973

958

937

907

870

826

775

716

653

584

509

431

349

266

186

111

45.9

2.10

350

979

973

959

937

908

871

826

775

717

653

584

509

430

349

266

185

112

45.6

2.08

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:19 January 2023 Remarks:


