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LAMP PHOTOMETRIC REPORT

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1418.8 1m ~/+180
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AVERAGE BEAM ANGEE (50%):114.4 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 473.9 475.0 476.1 477.2 477.9 477.6 476.3 474.2 0- 10 45.83 45.83 3.23
20 448.3 449.8 452.3 455.3 456.6 455.6 452.7 449.2 10- 20 131.6 177.4 12.5
30 408.2 410.0 413.4 417.2 419.4 418.2 414.0 409.1 20- 30 200.5 377.9 26.6
40 354.5 356.5 360.4 365.0 367.8 366.7 361.4 355.6 30— 40 243.3 621.3 43.8
50 288.4 290.4 294.7 300.1 302.7 301.6 295.9 289.6 40- 50 254.2 875.5 61.7
60 212.5 214.7 219.0 224.5 227.4 226.4 220.6 213.9 50- 60 231.2 1107 78
70 131.2 133.6 137.7 142.7 145.8 145.1 139.0 132.6 60— 70 177.5 1284 90.5
80 58.33 56.09 59.05 63.39 66.11 65.74 60.93 55.38 70- 80 104.0 1388 97.8
90 1.090 1.015 0.9760 2.266 3.131 2.900 1.500 0.8904 80- 90 30.58 1419 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:19 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484
5 481 | 481 | 481 | 482 | 481 | 481 | 481 | 482 | 482 | 482 | 482 | 482 | 483 | 483 | 482 | 483 | 483 | 483 | 483
10 474 | 474 | 474 | 475 | 475 | 475 | 475 | 476 | 476 | 476 | 476 | 477 | 477 | 477 | 477 | 478 | 478 | 478 | 478
15 463 | 463 | 463 | 464 | 464 | 464 | 465 | 466 | 466 | 467 | 467 | 467 | 467 | 468 | 468 | 469 | 469 | 469 | 469
20 448 | 448 | 449 | 450 | 450 | 450 | 450 | 451 | 452 | 452 | 453 | 454 | 454 | 455 | 455 | 456 | 456 | 456 | 457
25 431 | 430 | 431 | 431 | 432 | 432 | 432 | 434 | 434 | 434 | 435 | 436 | 437 | 438 | 438 | 439 | 440 | 440 | 440
30 408 | 408 | 409 | 410 | 410 | 410 | 411 | 412 | 413 | 413 | 414 | 415 | 416 | 417 | 417 | 419 | 419 | 419 | 419
35 383 | 383 | 384 | 384 | 385 | 385 | 386 | 387 | 388 | 388 | 389 | 391 | 391 | 393 | 393 | 394 | 395 | 395 | 395
40 354 | 355 | 355 | 356 | 356 | 357 | 357 | 359 | 359 | 360 | 361 | 362 | 364 | 365 | 365 | 367 | 367 | 368 | 368
45 323 | 323 | 323 | 324 | 325 | 325 | 326 | 327 | 328 | 329 | 330 | 331 | 332 | 334 | 334 | 336 | 336 | 337 | 337
50 288 | 289 | 289 | 290 | 290 | 291 | 291 | 293 | 294 | 295 | 296 | 297 | 298 | 300 | 300 | 302 | 303 | 303 | 303
55 251 | 252 | 252 | 253 | 254 | 254 | 255 | 256 | 257 | 258 | 259 | 260 | 262 | 263 | 264 | 265 | 266 | 266 | 266
60 213 | 213 | 213 | 214 | 214 | 215 | 216 | 217 | 218 | 219 | 220 | 221 | 222 | 224 | 225 | 226 | 227 | 228 | 227
65 172 | 173 | 173 | 174 | 174 | 175 | 175 | 176 | 177 | 178 | 179 | 181 | 182 | 183 | 184 | 186 | 186 | 187 | 187
70 131 | 132 | 132 | 133 | 133 | 134 | 134 | 136 | 136 | 138 | 138 | 140 | 141 | 142 | 143 | 145 | 145 | 146 | 146
75 91.3|92.1(91.8|92.9(92.9|94.0(94.0| 95.4|95.6|97.1|97.5|99.2|99.7| 102 | 102 | 104 | 104 | 105 | 105
80 58.3 | 58.0 | 59.1|56.1|55.8|56.3|56.7|57.6|58.0|59.0[59.7|60.9|61.8|63.0|63.8|64.9|65.4|66.2|66.1
85 22.1(22.3|22.2|22.7|22.8|23.3|23.6|24.2|24.6|25.4|26.1|27.0|27.8|28.9|29.6|30.5/30.9|31.5]31.5
90 1.09/1.05|1.05|1.04|1.02|1.01|(0.98|0.95(0.95(0.98|1.15|1.34|1.69|2.05|2.48|2.84 |3.15| 3.37 | 3.13
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:19 January 2023

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/GR
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484 | 484
5 483 | 484 | 484 | 483 | 483 | 483 | 483 | 482 | 482 | 482 | 482 | 481 | 481 | 481 | 481 | 481 | 481
10 478 | 478 | 478 | 478 | 477 | 477 | 477 | 477 | 476 | 476 | 475 | 475 | 475 | 474 | 474 | 474 | 473
15 469 | 469 | 470 | 469 | 468 | 468 | 467 | 467 | 466 | 466 | 466 | 465 | 464 | 463 | 463 | 463 | 462
20 456 | 456 | 456 | 456 | 455 | 455 | 454 | 453 | 453 | 453 | 451 | 450 | 450 | 449 | 449 | 448 | 448
25 439 | 439 | 439 | 440 | 439 | 438 | 437 | 436 | 435 | 434 | 433 | 433 | 431 | 431 | 431 | 430 | 430
30 419 | 419 | 419 | 419 | 418 | 417 | 416 | 415 | 414 | 413 | 412 | 411 | 410 | 409 | 409 | 408 | 408
35 395 | 395 | 395 | 395 | 394 | 393 | 391 | 391 | 389 | 388 | 386 | 386 | 385 | 383 | 383 | 383 | 383
40 367 | 368 | 368 | 367 | 366 | 365 | 364 | 363 | 361 | 360 | 359 | 358 | 356 | 355 | 355 | 354 | 354
45 337 | 337 | 337 | 336 | 335 | 335 | 333 | 331 | 330 | 329 | 327 | 326 | 325 | 323 | 323 | 323 | 322
50 303 | 303 | 303 | 302 | 301 | 300 | 299 | 298 | 296 | 295 | 293 | 292 | 290 | 289 | 289 | 288 | 288
55 266 | 267 | 266 | 266 | 265 | 264 | 262 | 261 | 259 | 258 | 256 | 255 | 254 | 252 | 252 | 251 | 251
60 227 | 228 | 227 | 227 | 226 | 225 | 224 | 222 | 221 | 219 | 217 | 216 | 214 | 213 | 213 | 212 | 212
65 187 | 187 | 187 | 187 | 186 | 185 | 183 | 182 | 180 | 179 | 177 | 175 | 174 | 173 | 172 | 172 | 172
70 145 | 146 | 146 | 146 | 144 | 144 | 142 | 141 | 139 | 138 | 136 | 135 | 133 | 132 | 131 | 131 | 131
75 105 | 105 | 105 | 105 | 104 | 103 | 101 | 101 | 98.5| 97.6 | 95.5 | 94.6 | 92.8 | 92.2 | 91.1 | 91.4 | 90.7
80 66.2 | 66.5 | 66.3 | 66.1 | 65.4 | 64.7 | 63.5 | 62.4 | 60.9 | 59.7 | 58.2 | 57.0 | 55.8 | 55.0 | 54.6 | 54.2 | 54.2
85 31.6 | 31.8 | 31.6 | 31.4 | 30.8 | 30.3 | 29.4 | 28.6 | 27.4|26.4|25.2|24.3(23.3|22.7(22.1|22.0]21.8
90 3.233.21|3.19(3.00|2.80|2.44|2.15|1.78|1.50|1.20 |1.01|0.90|0.89|0.89|0.92|0.91|0.94
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:19 January 2023 Remarks:




