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LAMP PHOTOMETRIC REPORT

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1569.5 1m -/+180
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AVERAGE BEAM ANGEE (50%):114.4 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 524.5 525.4 527.2 528.8 529.3 528.7 527.1 525.3 0- 10 50.73 50.73 3.23
20 496.5 498.0 501.1 504.1 505.2 504.0 500.6 497.2 10- 20 145.7 196.4 12.5
30 451.9 454.1 458.0 462.2 464.0 462.4 457.6 452.7 20- 30 221.9 418.3 26.7
40 392.1 394.8 399.3 404.4 406.7 404.8 399.0 393.2 30— 40 269.2 687.5 43.8
50 319.2 322.0 326.8 332.4 334.9 333.1 326.8 320.3 40- 50 281.2 968.8 61.7
60 235.3 238.1 242.8 248.5 251.4 249.8 243.1 236.5 50- 60 255.7 1224 78
70 145.4 148.3 152.7 157.9 161.1 159.6 153.0 146.6 60— 70 196.3 1421 90.5
80 61.18 62.53 65.76 70.13 72.92 72.13 66.88 61.25 70- 80 114.9 1536 97.8
90 1.180 1.127 1.059 2.416 3.253 2.868 1.458 0.9738 80- 90 33.78 1569 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:19 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/GR

POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)
y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536
5 532 | 533 | 532 | 533 | 533 | 533 | 533 | 533 | 533 | 534 | 534 | 534 | 534 | 535 | 535 | 535 | 535 | 535 | 535
10 525 | 525 | 525 | 525 | 525 | 526 | 526 | 526 | 527 | 527 | 528 | 528 | 528 | 529 | 529 | 529 | 529 | 530 | 529
15 513 | 513 | 513 | 513 | 513 | 514 | 514 | 515 | 515 | 516 | 517 | 517 | 518 | 518 | 519 | 519 | 519 | 520 | 520
20 496 | 497 | 497 | 498 | 498 | 498 | 499 | 499 | 500 | 501 | 502 | 502 | 503 | 504 | 504 | 505 | 505 | 506 | 505
25 476 | 477 | 477 | 477 | 478 | 479 | 479 | 480 | 480 | 482 | 482 | 483 | 484 | 485 | 486 | 486 | 487 | 487 | 487
30 452 | 452 | 453 | 453 | 454 | 455 | 455 | 456 | 457 | 458 | 459 | 460 | 461 | 462 | 462 | 464 | 464 | 464 | 464
35 424 | 425 | 424 | 426 | 426 | 427 | 427 | 429 | 429 | 430 | 431 | 433 | 433 | 435 | 435 | 437 | 437 | 438 | 437
40 392 | 393 | 393 | 394 | 394 | 395 | 396 | 397 | 398 | 399 | 400 | 402 | 403 | 404 | 405 | 406 | 406 | 407 | 407
45 357 | 358 | 358 | 359 | 359 | 361 | 361 | 362 | 363 | 365 | 365 | 367 | 368 | 370 | 370 | 372 | 372 | 373 | 373
50 319 | 320 | 320 | 321 | 321 | 323 | 323 | 324 | 325 | 327 | 328 | 329 | 330 | 332 | 333 | 334 | 334 | 335 | 335
55 278 | 279 | 279 | 280 | 281 | 282 | 282 | 284 | 284 | 286 | 287 | 289 | 289 | 291 | 292 | 294 | 294 | 295 | 295
60 235 | 236 | 236 | 237 | 237 | 239 | 239 | 241 | 241 | 243 | 244 | 245 | 246 | 248 | 249 | 251 | 251 | 252 | 251
65 191 | 192 | 191 | 193 | 193 | 194 | 194 | 196 | 196 | 198 | 199 | 201 | 201 | 203 | 204 | 206 | 206 | 207 | 207
70 145 | 147 | 146 | 148 | 148 | 149 | 149 | 151 | 151 | 153 | 153 | 155 | 155 | 158 | 158 | 160 | 160 | 161 | 161
75 101 | 102 | 102 | 103 | 103 | 105 | 104 | 106 | 106 | 108 | 108 | 110 | 110 | 112 | 113 | 115 | 115 | 116 | 116
80 61.2 | 65.5 | 62.4|64.9|62.1|63.0|63.1|64.2|64.5|65.8|66.2|67.7|68.3|69.8|70.4|71.8|72.1|73.272.9
85 24.7 | 25.1|25.0|25.5|25.6|26.3|26.5|27.2|27.5|28.4[29.0|30.1|30.8|32.0|32.6|33.7|34.0|34.8]34.6
90 1.18|1.14 | 1.14|1.16 [1.14 | 1.11 ([ 1.08 | 1.04 (1.04 | 1.06|1.24 | 1.44 |1.81|2.19|2.64 | 3.03|3.37|3.59|3.25
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C
Operators:
Test Date:19 January 2023

Y
te

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 95SHELLY18LED/GR
POWER: 18W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536 | 536
5 535 | 535 | 535 | 534 | 534 | 534 | 534 | 534 | 534 | 534 | 533 | 533 | 533 | 533 | 533 | 532 | 532
10 529 | 529 | 529 | 529 | 529 | 528 | 528 | 527 | 527 | 527 | 526 | 526 | 525 | 525 | 525 | 525 | 525
15 519 | 519 | 519 | 519 | 518 | 518 | 517 | 517 | 516 | 515 | 515 | 514 | 513 | 513 | 513 | 513 | 512
20 505 | 505 | 505 | 504 | 504 | 503 | 502 | 502 | 501 | 500 | 499 | 498 | 497 | 497 | 496 | 496 | 496
25 486 | 486 | 486 | 486 | 485 | 484 | 483 | 482 | 481 | 480 | 479 | 478 | 477 | 477 | 476 | 476 | 476
30 464 | 464 | 463 | 463 | 462 | 461 | 460 | 459 | 458 | 457 | 455 | 454 | 453 | 453 | 452 | 452 | 451
35 437 | 437 | 436 | 436 | 435 | 434 | 433 | 432 | 430 | 429 | 427 | 427 | 425 | 425 | 424 | 424 | 423
40 406 | 407 | 406 | 405 | 404 | 403 | 402 | 401 | 399 | 398 | 396 | 395 | 393 | 393 | 392 | 392 | 392
45 372 | 372 | 372 | 371 | 370 | 369 | 367 | 366 | 364 | 363 | 361 | 360 | 358 | 358 | 357 | 357 | 356
50 335 | 335 | 334 | 334 | 332 | 332 | 330 | 329 | 327 | 326 | 323 | 323 | 321 | 320 | 319 | 319 | 318
55 294 | 295 | 294 | 293 | 292 | 291 | 289 | 288 | 286 | 285 | 283 | 282 | 280 | 279 | 278 | 278 | 278
60 251 | 252 | 251 | 251 | 249 | 248 | 246 | 245 | 243 | 242 | 240 | 239 | 237 | 236 | 235 | 235 | 234
65 206 | 207 | 206 | 206 | 204 | 204 | 202 | 201 | 198 | 197 | 195 | 194 | 192 | 192 | 190 | 190 | 190
70 160 | 161 | 160 | 160 | 159 | 158 | 156 | 155 | 153 | 152 | 150 | 149 | 147 | 147 | 145 | 145 | 145
75 115 | 116 | 115 | 115 | 114 | 114 | 111 | 111 | 108 | 108 | 105 | 105 | 102 | 102 | 101 | 101 | 100
80 72.8 | 73.2 | 72.7|72.7|71.6 |71.1|69.5|68.6 | 66.9 | 65.8 | 64.0| 63.1|61.5|61.0| 60.0| 60.1| 60.0
85 34.5|34.8|34.4|34.3[33.5(33.1|32.0(31.2|29.9[29.0|27.6|26.9(25.7|25.2|24.5|24.5/24.1
90 3.32 | 3.26 |3.18|2.98 | 2.76 |2.39|2.08|1.72|1.46|1.19|1.04|0.96|0.98|0.97 |1.00|0.99| 1.00
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:19 January 2023 Remarks:




