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LAMP PHOTOMETRIC REPORT

MODEL: 98DUBLIN200SMD

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 12920 lm


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  80  70- 80

  90  80- 90
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 140 130-140

 150 140-150

 160 150-160
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 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

6080 6070 6061 6071 6086 6086 6088 6090 584.8 584.8 4.53

5827 5818 5806 5818 5840 5834 5841 5850 1688 2273 17.6

5137 5173 5239 5250 5308 5351 5291 5189 2571 4844 37.5

4385 4348 4377 4395 4424 4418 4395 4423 3024 7868 60.9

2398 2345 2246 2254 2260 2246 2312 2404 2700 10568 81.8

908.7 902.1 897.9 893.0 904.1 909.8 907.9 912.0 1294 11863 91.8

485.0 481.7 486.2 488.6 499.2 509.2 507.1 499.6 689.5 12552 97.2

127.0 121.7 124.2 129.0 138.3 146.6 140.6 136.5 319.7 12872 99.6

3.401 3.422 3.432 3.433 2.993 2.966 2.963 2.966 47.64 12920 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98DUBLIN200SMD

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 6167

5 6147

10 6080

15 5980

20 5827

25 5513

30 5137

35 4782

40 4385

45 3687

50 2398

55 1411

60 909

65 688

70 485

75 288

80 127

85 26.9

90 3.40

10

6167

6154

6086

5986

5835

5530

5149

4786

4378

3693

2419

1486

907

691

485

288

127

26.1

3.40

20

6167

6149

6077

5970

5826

5533

5150

4780

4370

3681

2389

1394

904

685

481

284

123

25.1

3.42

30

6167

6152

6080

5973

5823

5538

5156

4788

4375

3688

2383

1460

903

691

483

284

124

25.0

3.42

40

6167

6145

6067

5963

5818

5550

5156

4777

4352

3652

2347

1373

904

685

480

282

121

24.1

3.42

50

6167

6145

6074

5966

5819

5571

5190

4789

4345

3649

2343

1440

900

691

483

284

122

23.9

3.42

60

6167

6143

6061

5958

5812

5574

5196

4791

4336

3616

2304

1337

899

686

481

282

121

23.6

3.43

70

6167

6145

6070

5960

5812

5594

5219

4804

4355

3630

2288

1336

899

693

485

286

123

24.1

3.43

80

6167

6144

6065

5956

5805

5599

5226

4810

4366

3606

2246

1318

894

688

484

284

122

23.9

3.43

90

6167

6141

6061

5950

5806

5602

5239

4820

4377

3616

2246

1325

898

692

486

287

124

24.3

3.43

100

6167

6143

6058

5945

5798

5588

5228

4821

4379

3591

2233

1314

889

686

485

286

123

24.1

3.43

110

6167

6145

6063

5957

5813

5606

5241

4834

4409

3616

2243

1318

900

693

488

291

127

25.5

3.44

120

6167

6144

6070

5959

5806

5592

5230

4816

4403

3574

2231

1310

886

686

486

289

126

25.5

3.43

130

6167

6143

6072

5967

5817

5607

5252

4829

4404

3570

2259

1324

900

692

490

293

129

26.4

3.43

140

6167

6143

6070

5964

5818

5607

5248

4826

4386

3519

2250

1324

886

686

487

291

129

26.2

3.43

150

6167

6149

6081

5974

5819

5612

5263

4837

4394

3527

2268

1337

900

695

493

296

132

27.4

3.43

160

6167

6146

6080

5972

5818

5613

5261

4828

4392

3498

2222

1317

890

690

491

294

132

27.7

3.43

170

6167

6149

6083

5972

5822

5618

5280

4844

4413

3520

2228

1321

897

696

494

298

135

28.7

3.42

180

6167

6152

6086

5983

5840

5641

5308

4873

4424

3553

2260

1337

904

701

499

303

138

30.4

2.99

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98DUBLIN200SMD

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 6167

5 6153

10 6087

15 5982

20 5831

25 5631

30 5310

35 4874

40 4420

45 3545

50 2248

55 1325

60 896

65 699

70 500

75 304

80 138

85 30.5

90 2.99

200

6167

6149

6088

5984

5835

5633

5326

4892

4431

3578

2258

1331

912

707

505

309

149

32.3

2.97

210

6167

6149

6084

5978

5827

5629

5334

4889

4425

3578

2228

1324

901

704

506

308

141

32.4

2.97

220

6167

6153

6084

5984

5838

5642

5353

4915

4428

3601

2247

1401

917

712

510

313

151

33.3

2.97

230

6167

6154

6088

5979

5831

5637

5349

4905

4408

3581

2246

1332

903

706

508

310

142

32.4

2.96

240

6167

6155

6085

5982

5840

5643

5351

4905

4415

3621

2272

1412

915

713

511

314

151

33.3

2.96

250

6167

6155

6091

5987

5837

5645

5346

4889

4405

3625

2274

1334

906

707

509

310

142

32.8

2.96

260

6167

6158

6093

5990

5843

5652

5334

4887

4407

3663

2310

1421

912

713

512

313

151

33.3

2.96

270

6167

6152

6088

5987

5841

5636

5291

4861

4395

3662

2312

1346

908

706

507

309

141

32.0

2.96

280

6167

6154

6095

5994

5845

5630

5262

4853

4408

3711

2350

1437

910

711

509

310

149

32.3

2.96

290

6167

6156

6089

5991

5846

5612

5228

4840

4424

3723

2350

1356

910

704

504

306

139

31.7

2.96

300

6167

6158

6096

5992

5848

5594

5212

4832

4425

3746

2376

1443

907

708

505

306

140

32.0

2.96

310

6167

6156

6096

5999

5856

5576

5200

4833

4426

3740

2389

1380

911

701

500

302

136

30.7

2.96

320

6167

6154

6084

5987

5844

5548

5177

4825

4419

3740

2420

1481

913

703

499

301

137

30.3

2.97

330

6167

6161

6102

6000

5843

5539

5171

4814

4414

3734

2420

1417

913

697

496

298

133

29.6

2.97

340

6167

6153

6097

5999

5844

5535

5161

4816

4430

3757

2441

1498

919

700

496

298

134

29.9

2.97

350

6167

6154

6093

5996

5842

5528

5150

4805

4420

3736

2426

1430

914

694

492

295

131

28.9

2.97

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:19 October 2022 Remarks:


