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LAMP PHOTOMETRIC REPORT

MODEL: 98SOL149

POWER: 2.5W VOLTAGE: 0V WORKING VOLTAGE: 0V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 17.734 1m

20

€30/210,100.1
—C60/240,100.3
©90/270,101.2

AVERAGE BEAM ANGEE (50%):100.6 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 6.905 6.876 6.874 6.851 6.863 6.890 6.886 6.920 0- 10| 0.6637 0.6637 3.74
20 6.095 6.023 5.965 6.004 6.034 6.056 6.167 6.149 10- 20 1.853 2.517 14.2
30 5.309 5.187 5.117 5.105 5.125 5.108 5.319 5.293 20- 30 2.577 5.094 28.7
40 4.522 4,419 4,305 4.287 4.296 4,310 4,525 4,528 30— 40 3.004 8.098 45.7
50 3.639 3.552 3.471 3.435 3.445 3.479 3.651 3.649 40- 50 3.066 11.16 63
60 2.713 2.631 2.564 2.519 2.537 2.583 2.713 2.722 50- 60 2.758 13.92 78.5
70 1.736 1.670 1.612 1.569 1.586 1.649 1.741 1.760 60— 70 2.123 16.05 90.5
80 0.7843 0.7435 0.7074 0.6588 0.6630 0.7358 0.7860 0.8126 70- 80 1.255 17.30 97.6
90 0.2123 0.1962 0.1747 0.1618 0.1573 0.1716 0.2000 0.1965 80- 90| 0.4332 17.73 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:26 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL:

98SOL149

POWER: 2.5W

VOLTAGE: 0V

WORKING VOLTAGE: 0V

MANUFACTURER: Elmark Industries JSC

Table--1 UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270
0 7.01|7.01|7.01|7.01|7.01|7.0L|7.01|7.01L|7.01|7.01|7.01|7.01|7.01|7.01]7.01|7.01]7.01]|7.01]7.01
5 7.01|6.98|7.00|6.98|6.99|6.98|6.99 | 6.97 | 6.99 | 6.97 | 6.97 | 6.97 | 6.98 | 6.98 | 6.97 | 7.00 | 6.98 | 7.01 | 6.99
10 6.91 | 6.88 | 6.89 | 6.88 | 6.88 | 6.86 | 6.87 | 6.85 | 6.87 | 6.85 | 6.87 | 6.86 | 6.86 | 6.88 | 6.87 | 6.89 | 6.88 | 6.91 | 6.89
15 6.68 | 6.65 | 6.65 | 6.62 | 6.63 | 6.61 | 6.62 | 6.60 | 6.62 | 6.61 | 6.64 | 6.63 | 6.64 | 6.64 | 6.66 | 6.67 | 6.67 | 6.69 | 6.68
20 6.10 | 6.04 | 6.05 | 6.02 | 6.01 | 5.98 | 5.97 | 5.97 | 6.01 | 6.00 | 6.01 | 6.00 | 6.03 | 6.05 | 6.06 | 6.06 | 6.03 | 6.10 | 6.17
25 5.67 | 5.59 | 5.56 | 5.55 | 5.56 | 5.53 | 5.51 | 5.47 | 5.50 | 5.52 | 5.56 | 5.55 | 5.55 | 5.53 | 5.52 | 5.51 | 5.52 | 5.61 | 5.69
30 5.31|5.24|5.20 | 5.19|5.19 | 5.15| 5.12 | 5.09 | 5.10 | 5.11 | 5.15 | 5.12 | 5.12 | 5.11 | 5.10 | 5.11 | 5.14 | 5.24 | 5.32
35 4.93|4.87|4.84|4.81|4.80|4.76 | 4.72 | 4.68|4.69|4.69|4.73|4.70|4.70|4.70 | 4.70 | 4.71 | 4.73 | 4.84|4.94
40 4.52 | 4.47 | 4.44 | 4.42 | 4.41 | 4.35|4.31 | 4.28 | 4.29|4.29|4.31 |4.29|4.30|4.28|4.30|4.31|4.33|4.44|4.52
45 4.10 | 4.04 | 4.02 | 4.00| 3.98|3.94|3.89|3.87|3.87|3.87|3.89|3.88|3.87|3.87|3.88|3.90|3.92|4.02]4.09
50 3.64|3.60|3.57|3.55|3.54|3.50|3.47 | 3.44 | 3.44 | 3.44 | 3.45|3.43|3.44|3.45| 3.46 | 3.48 | 3.50| 3.58 | 3.65
55 3.19 | 3.14 | 3.12 | 3.10| 3.09 | 3.05| 3.02|2.99|2.99|2.98|3.00|2.98|2.99|3.00|3.00|3.03|3.06/|3.13]3.19
60 2.71|2.67|2.65|2.63|2.62|2.59|2.56|2.53|2.53|2.52|2.54|2.52|2.54|2.55|2.56|2.58|2.60|2.67|2.71
65 2.23(12.19|2.18 | 2.16 | 2.15|2.12 | 2.10 | 2.06 | 2.07 | 2.05 | 2.07 | 2.05 | 2.07 | 2.08 | 2.10 | 2.13 | 2.14 | 2.20 | 2.23
70 1.74|1.70 | 1.70 | 1.67 | 1.67 | 1.63 |1.61|1.58 |1.59|1.57|1.59|1.56|1.59|1.61|1.62|1.65|1.66|1.72|1.74
75 1.24|1.221.22|1.20(1.19|1.15|1.15|1.10 (1.12|1.10 |1.11|1.09|1.11|1.13|1.14|1.18 |1.19|1.24 |1.24
80 0.78 | 0.77 | 0.77 | 0.74|0.75|0.71 | 0.71 | 0.67 | 0.68 | 0.66 | 0.68 | 0.66 | 0.66 | 0.69 | 0.70 | 0.74 | 0.74 | 0.79 | 0.79
85 0.380.40|0.41|0.37|0.39|0.34|0.36|0.32(0.34|0.31(0.33|/0.31[0.29|0.31|0.30|0.35|0.38|0.41|0.40
90 0.21|0.21|0.21|0.20|0.19|0.18 | 0.17 | 0.17 | 0.16 | 0.16 | 0.17 | 0.17 | 0.16 | 0.16 | 0.16 | 0.17 | 0.18 | 0.20 | 0.20
C Range: - 360DEG Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C
Operators:
Test Date:26 January 2023

Y
fe

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.340m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98SOL149

POWER: 2.5W VOLTAGE: 0V WORKING VOLTAGE: 0V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 285 | 300 | 315 | 330 | 345

0 7.01|7.01|7.01|7.01|7.01
5 7.01|6.99|7.01|6.99 | 7.01
10 6.90 | 6.89 | 6.92 | 6.89 | 6.92
15 6.70 | 6.69 | 6.69 | 6.67 | 6.69
20 6.15 | 6.14 | 6.15 | 6.12 | 6.13
25 5.68 | 5.63 | 5.65 | 5.66 | 5.70
30 5.32 | 5.26 | 5.29 | 5.31 | 5.35
35 4.94 | 4.91 | 4.92|4.93|4.97
40 4.53 | 4.50 | 4.53 | 4.54 | 4.56
45 4.10 | 4.07 | 4.10 | 4.10 | 4.13
50 3.65 | 3.63|3.65|3.65| 3.68
55 3.20 | 3.18 | 3.20 | 3.19 | 3.21
60 2.732.71|2.72|2.71 | 2.73
65 2.25|2.22|2.25|2.23|2.25
70 1.76 | 1.74 | 1.76 | 1.74 | 1.75
75 1.27 | 1.25|1.27 | 1.25 | 1.26
80 0.82|0.79|0.81|0.78 | 0.79
85 0.43 | 0.41 | 0.40 | 0.35 | 0.38
90 0.21 | 0.21 | 0.20| 0.19 | 0.20
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 15.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:26 January 2023 Remarks:




