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LAMP PHOTOMETRIC REPORT

MODEL: 98Vega150Slim

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):116.9 DEG
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TOTAL FLUX: 11042 lm


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  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3734 3737 3750 3762 3769 3759 3748 3738 359.7 359.7 3.26

3569 3576 3601 3625 3636 3622 3598 3578 1042 1402 12.7

3294 3304 3341 3374 3393 3371 3339 3311 1607 3009 27.3

2901 2914 2954 2997 3021 2998 2957 2926 1981 4990 45.2

2385 2392 2432 2479 2510 2487 2447 2413 2095 7085 64.2

1730 1730 1765 1807 1840 1830 1795 1758 1900 8985 81.4

954.1 947.2 968.8 1005 1041 1039 1014 987.0 1381 10366 93.9

212.0 174.8 157.2 221.7 248.3 223.9 213.1 212.3 619.6 10985 99.5

5.965 5.900 5.812 5.757 4.940 4.780 4.819 5.050 56.74 11042 100

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Vega150Slim

POWER: 150W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3777

5 3770

10 3734

15 3664

20 3569

25 3447

30 3294

35 3114

40 2901

45 2659

50 2385

55 2071

60 1730

65 1354

70 954

75 564

80 212

85 23.6

90 5.96

30

3777

3773

3734

3667

3570

3447

3297

3119

2908

2667

2389

2079

1727

1347

951

561

199

14.4

5.95

60

3777

3775

3740

3675

3581

3463

3311

3132

2920

2675

2395

2083

1734

1343

943

499

151

10.0

5.85

90

3777

3779

3750

3690

3601

3486

3341

3164

2954

2713

2432

2119

1765

1376

969

507

157

10.5

5.81

120

3777

3784

3757

3701

3616

3501

3360

3189

2982

2741

2462

2146

1787

1398

986

583

210

16.2

5.77

150

3777

3784

3767

3714

3634

3527

3387

3216

3012

2772

2496

2182

1828

1443

1024

612

233

28.8

5.74

180

3777

3785

3769

3715

3636

3534

3393

3224

3021

2783

2510

2197

1840

1458

1041

628

248

33.5

4.94

210

3777

3782

3763

3709

3626

3517

3377

3208

3005

2769

2494

2181

1832

1451

1040

628

225

27.7

4.81

240

3777

3778

3754

3701

3617

3505

3366

3195

2991

2753

2480

2173

1828

1446

1039

629

223

20.3

4.75

270

3777

3778

3748

3688

3598

3483

3339

3164

2957

2718

2447

2138

1795

1415

1014

611

213

16.5

4.82

300

3777

3774

3742

3680

3584

3466

3320

3145

2937

2699

2424

2118

1772

1400

1001

596

202

23.9

4.99

330

3777

3771

3735

3663

3571

3452

3302

3125

2915

2675

2402

2087

1745

1372

973

579

222

26.4

5.11

C Range:  0 - 360DEG
C Interval: 30.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:11 July 2022 Remarks:


