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LAMP PHOTOMETRIC REPORT

MODEL: 99LED934/W

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1083.9 1m -/+180
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¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 369.3 368.8 368.9 369.4 369.9 370.3 370.3 369.8 0- 10 35.61 35.61 3.28
20 348.9 347.9 348.0 349.2 350.4 351.0 350.7 349.8 10- 20 101.9 137.5 12.7
30 316.3 315.0 315.0 316.8 318.6 319.4 318.7 317.6 20- 30 154.3 291.8 26.9
40 273.3 271.6 271.5 273.9 276.3 277.1 276.0 274.7 30— 40 185.7 477.5 44.1
50 221.8 219.8 219.6 222.5 225.3 226.1 224.6 223.2 40- 50 192.4 669.9 61.8
60 164.2 162.2 162.0 165.2 168.3 168.9 167.1 165.7 50- 60 174.0 843.9 77.9
70 104.2 102.4 102.4 105.5 108.8 109.1 107.1 105.7 60— 70 134.2 978.2 90.2
80 46.83 45.70 45.93 48.74 51.25 51.72 49.99 48.42 70- 80 80.91 1059 97.7
90 0.6493 0.6480 0.6365 0.6410 0.7694 0.5731 0.5767 0.5662 80- 90 24.86 1084 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11l August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED934/W

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376
5 375 | 374 | 374 | 374 | 374 | 374 | 374 | 374 | 374 | 374 | 374 | 374 | 374 | 375 | 375 | 375 | 375 | 375 | 375
10 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 369 | 370 | 370 | 370 | 370
15 361 | 360 | 360 | 360 | 360 | 360 | 360 | 360 | 360 | 360 | 360 | 360 | 361 | 361 | 361 | 361 | 361 | 362 | 362
20 349 | 349 | 348 | 348 | 348 | 348 | 348 | 348 | 348 | 348 | 348 | 348 | 349 | 349 | 349 | 350 | 350 | 350 | 350
25 334 | 334 | 333 | 333 | 333 | 333 | 333 | 333 | 333 | 333 | 333 | 333 | 334 | 334 | 335 | 335 | 335 | 336 | 336
30 316 | 316 | 316 | 315 | 315 | 315 | 315 | 315 | 315 | 315 | 315 | 316 | 316 | 317 | 317 | 318 | 318 | 318 | 319
35 296 | 296 | 295 | 295 | 295 | 294 | 294 | 294 | 294 | 294 | 295 | 295 | 296 | 296 | 297 | 297 | 298 | 299 | 299
40 273 | 273 | 272 | 272 | 272 | 272 | 271 | 271 | 271 | 272 | 272 | 272 | 273 | 274 | 274 | 275 | 275 | 276 | 276
45 249 | 248 | 248 | 247 | 247 | 246 | 246 | 246 | 246 | 246 | 247 | 247 | 248 | 249 | 249 | 250 | 251 | 252 | 252
50 222 | 221 | 221 | 220 | 220 | 220 | 219 | 219 | 219 | 220 | 220 | 221 | 221 | 222 | 223 | 224 | 224 | 225 | 225
55 194 | 193 | 193 | 192 | 192 | 191 | 191 | 191 | 191 | 191 | 191 | 192 | 193 | 194 | 195 | 196 | 196 | 197 | 197
60 164 | 164 | 163 | 163 | 162 | 162 | 162 | 162 | 161 | 162 | 162 | 163 | 164 | 165 | 165 | 167 | 167 | 168 | 168
65 134 | 134 | 133 | 133 | 132 | 132 | 132 | 132 | 132 | 132 | 132 | 133 | 134 | 135 | 136 | 137 | 137 | 138 | 139
70 104 | 104 | 103 | 103 | 102 | 102 | 102 | 102 | 102 | 102 | 102 | 104 | 104 | 105 | 106 | 107 | 107 | 108 | 109
75 75.1|74.8 | 74.3|74.0| 73.5|73.3|72.9|72.9(72.9|73.3|73.7|74.4|75.0|76.0 | 76.8 | 77.7|78.4|79.1|79.5
80 46.8 | 46.9 | 46.4 | 46.2 | 45.7 | 45.7 | 45.3 | 45.5 | 45.5 | 45.9 | 46.2 | 46.9 | 47.5 | 48.4 | 49.1 | 49.9 | 50.5 | 51.1 | 51.2
85 19.121.3[20.9|20.7|20.5|20.4|20.2|20.2|20.2|20.5|20.8|21.5|22.0(22.9|23.6|24.4|24.9|25.422.4
90 0.65|0.65|0.69|0.69|0.65|0.65|0.65|0.64|0.64 | 0.64|0.63|0.63|0.64|0.64|0.65|0.76|0.88|0.85]0.77
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:11l August 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED934/W

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376 | 376
5 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375 | 375
10 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 370 | 369 | 369
15 362 | 362 | 362 | 362 | 362 | 362 | 362 | 362 | 362 | 362 | 362 | 362 | 362 | 361 | 361 | 361 | 361
20 351 | 351 | 351 | 351 | 351 | 351 | 351 | 351 | 351 | 351 | 350 | 350 | 350 | 350 | 349 | 349 | 349
25 336 | 336 | 337 | 337 | 337 | 337 | 336 | 336 | 336 | 336 | 336 | 336 | 335 | 335 | 335 | 335 | 334
30 319 | 319 | 319 | 319 | 319 | 319 | 319 | 319 | 319 | 319 | 318 | 318 | 318 | 317 | 317 | 317 | 316
35 299 | 299 | 299 | 300 | 299 | 299 | 299 | 299 | 299 | 298 | 298 | 298 | 297 | 297 | 297 | 297 | 296
40 277 | 277 | 277 | 277 | 277 | 277 | 277 | 276 | 276 | 276 | 275 | 275 | 275 | 275 | 274 | 274 | 274
45 252 | 252 | 252 | 253 | 252 | 252 | 252 | 252 | 251 | 251 | 251 | 250 | 250 | 250 | 249 | 249 | 249
50 226 | 226 | 226 | 226 | 226 | 226 | 225 | 225 | 225 | 224 | 224 | 224 | 223 | 223 | 223 | 223 | 222
55 198 | 198 | 198 | 198 | 198 | 198 | 197 | 197 | 196 | 196 | 196 | 196 | 195 | 195 | 194 | 194 | 194
60 169 | 169 | 169 | 169 | 169 | 169 | 168 | 168 | 167 | 167 | 166 | 166 | 166 | 166 | 165 | 165 | 164
65 139 | 139 | 139 | 140 | 139 | 139 | 138 | 138 | 137 | 137 | 136 | 136 | 136 | 136 | 135 | 135 | 134
70 109 | 110 | 109 | 110 | 109 | 109 | 108 | 108 | 107 | 107 | 106 | 106 | 106 | 106 | 105 | 105 | 104
75 79.8 | 80.1 | 80.1|80.1|79.7|79.4|78.9|78.5|78.0|77.6|77.1|76.9|76.5|76.4|76.0| 75.8| 75.4
80 50.6 | 50.8 | 51.3 | 51.9 | 51.5 | 51.3 | 50.8 | 50.5 | 50.0 | 49.7 | 49.2 | 49.0 | 48.5 | 48.3 | 47.1 | 46.2 | 46.0
85 19.7 | 19.8 | 21.2 | 24.9 | 25.5 | 25.3 (24.7 | 24.5|24.0 | 23.8|23.3|23.3|22.8(21.8|17.6/ 16.5| 16.8
90 0.96 | 1.00 | 0.80 | 0.56 | 0.58 | 0.56 | 0.57 | 0.57 | 0.58 | 0.57 | 0.59 | 0.58 [ 0.57 | 0.56 | 0.66 | 0.65 | 0.59
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:11l August 2022 Remarks:




