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LAMP PHOTOMETRIC REPORT

MODEL: 99LED963

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):109.9 DEG
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TOTAL FLUX: 2058.2 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

730.8 729.9 729.9 730.7 732.0 732.8 732.8 732.1 70.53 70.53 3.43

686.6 685.0 685.1 686.4 688.8 690.5 690.6 689.2 201.1 271.6 13.2

617.6 615.5 615.6 617.3 620.6 623.0 623.2 621.2 302.4 574.0 27.9

529.3 526.8 526.7 528.8 532.7 535.7 535.9 533.6 361.2 935.2 45.4

426.6 423.8 423.4 425.7 430.0 433.4 433.8 431.3 371.4 1307 63.5

313.0 309.5 307.2 311.0 316.3 320.0 320.0 318.0 333.1 1640 79.7

192.6 186.1 181.0 187.3 195.4 197.0 193.9 195.6 250.7 1890 91.8

74.65 66.80 60.06 67.81 75.87 73.95 70.07 73.60 137.1 2027 98.5

1.423 1.154 1.100 1.162 1.144 1.002 0.9615 0.9925 30.79 2058 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  5.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:04 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED963

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 746

5 742

10 731

15 712

20 687

25 655

30 618

35 576

40 529

45 480

50 427

55 371

60 313

65 253

70 193

75 133

80 74.7

85 27.6

90 1.42

10

746

742

731

712

687

655

618

575

529

479

427

371

313

253

192

132

76.0

28.2

1.32

20

746

742

730

711

686

654

616

574

528

478

425

369

311

251

190

130

73.1

25.2

1.24

30

746

742

730

711

686

654

616

574

528

478

425

369

311

251

189

128

71.2

22.6

1.23

40

746

742

730

711

685

653

615

573

527

477

424

368

310

249

187

125

67.8

19.5

1.18

50

746

742

730

711

685

653

616

573

527

477

424

368

309

248

186

124

65.8

17.3

1.13

60

746

742

730

711

685

653

615

573

526

476

423

367

308

246

183

120

62.8

14.9

1.11

70

746

742

730

711

685

653

615

573

527

477

423

367

308

246

182

120

61.6

13.9

1.11

80

746

742

730

711

685

653

615

573

526

476

423

367

307

244

180

118

59.8

12.8

1.10

90

746

742

730

711

685

653

616

573

527

477

423

367

307

245

181

118

60.1

12.7

1.10

100

746

742

730

711

685

653

615

573

526

476

423

367

307

245

181

118

60.0

12.8

1.10

110

746

742

730

711

686

654

616

574

527

477

424

368

309

246

183

120

62.0

14.0

1.10

120

746

742

730

711

686

654

616

574

527

477

424

368

309

247

184

121

63.5

15.2

1.11

130

746

742

731

712

686

655

617

575

529

479

426

370

311

249

187

124

66.7

17.7

1.13

140

746

742

731

712

686

655

617

575

529

479

426

370

311

250

188

126

68.9

20.1

1.19

150

746

742

731

713

687

656

619

577

530

480

427

371

313

253

191

130

72.4

23.3

1.21

160

746

742

731

713

687

656

619

577

530

481

428

372

314

254

192

131

74.5

26.2

1.21

170

746

743

732

713

688

657

620

578

532

482

429

373

315

255

194

134

77.4

29.4

1.21

180

746

743

732

714

689

657

621

579

533

483

430

374

316

256

195

135

75.9

28.7

1.14

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  5.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:04 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99LED963

POWER: 24W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 746

5 743

10 732

15 714

20 689

25 658

30 621

35 579

40 533

45 483

50 430

55 374

60 317

65 257

70 196

75 135

80 72.9

85 25.2

90 1.21

200

746

743

732

715

690

659

622

580

534

485

432

376

318

259

197

136

72.8

22.8

1.13

210

746

743

732

715

690

659

622

580

534

485

432

376

319

259

197

135

72.1

21.5

1.07

220

746

743

733

715

691

660

623

582

536

486

434

378

320

260

198

135

74.0

22.4

1.02

230

746

743

733

715

690

660

623

581

536

486

433

378

320

259

196

133

73.9

23.0

0.98

240

746

743

733

715

691

660

624

582

537

487

434

379

321

260

196

133

72.9

22.0

0.96

250

746

743

733

715

691

660

623

582

536

487

434

378

320

259

195

131

71.1

20.5

0.96

260

746

743

733

716

691

660

624

582

537

487

435

379

321

259

195

131

70.9

20.2

0.95

270

746

743

733

715

691

660

623

582

536

486

434

378

320

258

194

130

70.1

19.6

0.96

280

746

743

733

715

691

660

624

582

536

487

434

379

321

259

195

131

70.9

20.2

0.96

290

746

743

733

715

690

659

623

581

535

486

433

377

319

258

194

131

71.1

20.6

0.97

300

746

743

733

715

690

659

623

581

535

486

433

378

319

259

196

132

72.9

22.0

0.96

310

746

743

732

714

689

658

621

580

534

484

431

376

318

258

195

133

73.6

23.0

0.98

320

746

743

732

714

689

658

621

579

533

484

431

376

318

258

196

134

73.6

22.1

1.01

330

746

743

732

713

688

657

620

578

532

482

430

374

316

256

195

134

71.3

21.2

1.07

340

746

743

731

713

688

657

620

578

532

482

429

374

316

256

195

135

72.3

22.2

1.17

350

746

742

731

712

687

655

618

576

530

480

427

372

314

254

193

134

72.6

24.2

1.29

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  5.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:04 August 2022 Remarks:


